Quality Management

WORKS CERTIFICATE 2.1

to EN 10204:2004

No. 21690110_0004

SIROPLAST-K DN 100 - 400 of PE-HD (polyethylene)
Civil engineering drainage pipe with structured-walled outer and smooth inner surfaces
to DIN 4262-1, type R2

outside: black / inside: black

HEGLER

We herewith confirm the following slotting details for the above products (approx. values):

Slotting | Length* | Width* | No.Rows | Area*
ACLITL ETs DN Pattern (mm) (mm) (Pcs.) (cm?/m)

LP 16 60

100 MP 10 1,2 8 30

TP 25 94

LP 17 96

150 MP 17 1,2 9 51

TP 27 153

LP 20 148

200 MP 21 1,3 9 66

TP 32 236

SIROPLAST-K LP 8 156
DN/ID 250 MP 26 2,6 4 78
TP 12 235

LP 25 218

300 MP 25 2,6 13 113

TP 39 340

LP 15 266

350 MP 30 2,6 8 141

TP 24 427

LP 4 243

400 MP 90 3,5 2 123

TP 6 365

HEGLER PLASTIK GMBH
Oerlenbach, 2016-08-04
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i.V. Dipl.-Ing. (FH) Sebastian Mauder
Manager Quality Department

This works certificate supersedes all former confirmations on the same subject matter. Details given in this document are to inform on our products and
possible applications. They are not meant to give legal assurance of certain properties of the products or their suitability for a concrete field of application.
Nor do they mean an exoneration from the responsibility of material inspection upon receipt or own tests. All supplies are subject to the General Terms of
Sales and Delivery of HEGLER PLASTIK GmbH.

HEGLER PLASTIK GmbH

HeglerstraRe 8

D-97714 Oerlenbach

Phone: +49 9725 66-0
Fax: +49 9725 66-115

www.hegler.de
info@hegler.de

Registered office: Oerlenbach

Managing Director: Dr.Ing. Ralph P. Hegler
Register court: Schweinfurt HRB 0545

VAT Reg No.: DE 133893 525



