
 

 

 

 

 

 

 
 

DECLARATION OF PERFORMANCE 

Construction Products Regulation (EU) No 305/2011 

 
Product type:  EPDM 1,0 MM 

Type, batch or serial number: See product or packaging 

Intended Use: Water vapour control layer for buildings, EN 13984, type A 

Contact data: Perform A/S, Ndr. Stationsvej 4  
DK-8721 Daugaard 

AVCP: 3 

  

Declared performance: 
 

Essential characteristics Performance Test standard Harmonised technical standard 

Watertightness Pass EN 1928  
 
 
 
 
 
 

 
EN 13984: 2013 

Impact resistance (mm) npd EN 12691 

Durability (artificial ageing) Pass EN 1296 / EN 1931 

Durability (alkali) Pass EN 1847 / EN 12311-2B 

Tear resistance (l/b) (N) ≥ 50 EN 12310-1 

Joint shear resistance (N/50 mm) npd EN 12317-2 

Water vapour resistance coefficient 70.000 EN 1931 

Tensile strength (l/b) (N/mm²) ≥ 8 EN 12311-2B 

Elongation (l/b) (%) ≥ 400 EN 12311-2B 

Reaction to fire npd EN 13501-1 

Dangerous substances Meets requirements 

 
Declaration 
The performance of the product is in conformity with the declared performance. This declaration of performance (DoP) is issued 
under the sole responsibility of the manufacturer. 
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