Quality Management HEGLER

WORKS CERTIFICATE 2.1

to EN 10204:2004
No. Z1050115_0004

AQUADRAIN DN 150 - 600 aus PE-HD (Polyethylen)

Civil engineering drainage pipe with structured-walled outer and smooth inner surfaces
to DIN 4262-1, type R2

outside: black / inside: black

We herewith confirm the following slotting details for the above products (approx. values):

Slotting | Length* | Width* | No. Rows | Area*
Product Name DN Pattern (mm) (mm) (Pcs.) (cm?/m)

LP 17 112

150 MP 17 1,4 9 59
TP 27 178
LP 20 141

200 MP 20 1,3 9 63
TP 32 225

LP 8 156

250 MP 26 2,6 4 78

TP 12 235

AQUADRAIN LP 25 201
DN/ID 300 MP 25 2,4 13 105
TP 39 314

LP 12 145

400 MP 24 2,6 6 72

TP 18 218

LP 4 214

500 MP 90 3,5 2 107

TP 6 321

LP 4 192

600 MP 90 3,5 2 98

TP 6 290

*approximate values/subject to technical changes

HEGLER PLASTIK GMBH
Oerlenbach, den 2021-04-06

i.V. Dipl.-Ing. (FH) Sebastian Mauder
Leitung Qualitdtswesen

This works certificate supersedes all former confirmations on the same subject matter. Details given in this document are to inform on our products and
possible applications. They are not meant to give legal assurance of certain properties of the products or their suitability for a concrete field of application.
Nor do they mean an exoneration from the responsibility of material inspection upon receipt or own tests. All supplies are subject to the General Terms of
Sales and Delivery of HEGLER PLASTIK GmbH.
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