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Strong points
• Brass CW617N, chrome-plated finish
• Control knob with a temperature stop at 38°C
• Built-in NF check valves

Technical characteristics
•  Flow from 3 to 190 lpm depending on size
• Recommended pressure : 2-4 bar
• Max pressure : 10 bar
• Max hot water temperature : 85°C
•  Possibility of reversing the outlet direction 

of mixed water
•  Anti-scalding safety : Immediate hot water 

shut-off in case of cold supply failure
•  Enables the supply from 1 to 21 sanitary 

points-of-use

Dimensions\ 
Modèles

A B C D E Débit 
l/mn

Masse 
KGr

Référence

3/4 3/4" 117 33 118 60 56 1.8 118070
1 1" 117 33 160 80 95 2.4 118071

1 "1/4 1"1/4 125 40 178 88 150 4.0 118072
1 "1/2 1"1/2 125 40 196 98 195 6.8 118073

Spécifications:
+ Laiton massif CW617N chromé
+ Manette avec blocage 38°C
+ Clapets NF intégrés

Caractéristiques     
+ Débit de 3 à 195 l/min suivant modèles 
+ Pression de service : 2-4 bars
+ Pression max : 10 bars
+ Température max eau chaude : 85°C
+ Possibilité de changer le sens de sortie de l’eau mitigée
+ Coupure de sécurité eau mitigée anti-brulure
+ Equipe de 1 à 40 postes sanitaires

Options     :  
+ Outillage SAV
+ Système Anti-lésionnelle
+ Fixation apparent / encastrés
+ Thermomètre
+ Coffret isotherme
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Sizes  A B C D E Flow lpm Points-of-use ST model code no. SE model code no.

3/4  3/4” 117 33 118 81 75 1 to 7 118070 118074 
1  1” 117 33 144 95 90 1 to 10 118071 118075
1” 1/4 1” 1/4 125 40 178 107 140 1 to 15 118072 118080
1” 1/2 1” 1/2 125 40 218 129 190 1 to 21 118073 118081

ST model :  Thermostatic mixing valve for supply of outlet points with mixed water at 38°C (adjustable).
SE model :  Thermostatic mixing valve for hot water distribution in the circulating loop ≥ 55°C 

Thermostatic mixing valves 
for commercial applications

Legend : Thermostatic mixing valves = TMV


