
2

1

1

Esmi Fire Detection

Loop controller, Input output controller, and Relay output
controller
Installation Quick Guide

O1902GB5, December 2022
© 2022 Schneider Electric. All rights reserved. Trademarks and registered trademarks are the property of their respective owners.

www.se.com/buildings | 1

Safety Information
Electrical equipment should be installed, operated,
serviced, and maintained only by qualified personnel.
No responsibility is assumed by Schneider Electric for
any consequences arising out of the use of this
material.

A qualified person is one who has skills and knowledge
related to the construction, installation, and operation of
electrical equipment and has received safety training to
recognize and avoid the hazards involved.

Installing the ALC2/SLC/ELC/CLC/IOC/OCA
Circuit Boards

NNOOTTIICCEE
EEQQUUIIPPMMEENNTT DDAAMMAAGGEE
• Remove all power from the fire detection panel
before you install, remove or replace any parts in it.

• First disconnect the battery, then the main power
supply.

• Use electrostatic discharge (ESD) protection when
you install, remove or replace parts in the fire
detection panel.

FFaaiilluurree ttoo ffoollllooww tthheessee iinnssttrruuccttiioonnss ccaann rreessuulltt iinn
eeqquuiippmmeenntt ddaammaaggee..

TToo IInnssttaallll tthhee AALLCC22//SSLLCC//EELLCC//CCLLCC//IIOOCC//OOCCAA CCiirrccuuiitt BBooaarrddss

Loosen the two screws that hold the front panel in position.

Remove the front panel.

Make sure that the mains supply and batteries are disconnected from the
fire detection panel.
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Continued

TToo IInnssttaallll tthhee AALLCC22//SSLLCC//EELLCC//CCLLCC//IIOOCC//OOCCAA CCiirrccuuiitt BBooaarrddss

To access the circuit boards and mounting plate, swing the display out of
the way.

To keep the display up, put a screwdriver in the support hole.

When you insert the new circuit board, make sure that the board goes
between the notches.
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Continued

TToo IInnssttaallll tthhee AALLCC22//SSLLCC//EELLCC//CCLLCC//IIOOCC//OOCCAA CCiirrccuuiitt BBooaarrddss

Loosen the two screws.

You can install the new board in any free card slot, see the illustration
below.

Locations of the optional boards

(A) FDP221

(B) FDP252

(C) FDP292
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Set the circuit board into the slot.

Slide the circuit board to the correct place.

Tighten the two screws.

NNOOTTEE:: Tighten the two screws carefully to secure the ground
connection.

Attach the connectors, if necessary.

Set the address for IOC:

1. Address jumpers J1 and J2

2. How to set addresses 1–4
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Continued

Set the address for ALC2/SLC/CLC/OCA:

1. Address jumpers J1 and J2

2. How to set addresses 1–4

Set the address for ELC:

1. Address jumpers J7 and J8

2. How to set addresses 1–4

Repeat the steps in reverse order to remove a circuit board.

When you change a circuit board, set the address for the unit as it was in
the old one.
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